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REPORTING REQUIREMENTS

n The state of California’s reporting 
requirements are based on the State 
Water Code.

n DEH reporting requirements are also 
based on State Water Code 
n County Code of Regulatory Ordinance
n SAM Manual



Section 67.447 of the County Code

n A detailed record of the boundaries, 
character size, distribution and color of 
all lithologic units penetrated.
n Type of well casing.
n Location of perforations and sealing 

zones.
n Any other data deemed necessary by the 

Director of the Department of 
Environmental Health.  



Well Log Submissions 4.a.2.
n A detailed plot plan drawn to scale 

showing location of site and nearest 
cross streets

n property boundary lines, existing 
improvements such as USTs, piping, 
and/or utilities

n location of all wells and borings, both 
existing and proposed.







Well Log Submissions 4.a.4.
n A detailed “as-built” well construction 

diagram 
n type of casing, screened interval, screen slot 

size, type of filter pack
n location and type of seals, and quantities of 

materials used
n surveyed well elevations and locations.  

Surveying must be performed by an 
appropriately licensed professional and meet 
the accuracy requirements of CCR Title 12, 
Section 2729-2729.1.
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PROFESSIONAL SIGNATURES 
REQUIRED

..
n The RG, CEG, RCE, or CHG is responsible 

for the accuracy and completeness of the 
logs and accompanying data

n All well construction and boring reports must 
have the original signature of the registered 
professional and/or their seal as required by 
the Business and Professions Code




